
Pressure positioners GN 614 adjustable with ball and spring

GN 614 pressure positioners

  AISI-303 stainless steel body.
  Tempered stainless steel ball.
  Stainless steel spring.

  The high degree of corrosion resistance of AISI-303 stainless steel makes these elements especially suitable for medical
machinery and equipment for the food and pharmaceutical industries.
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Technical information

Código Elementos standard Dimensiones principales Presión muelle [N~] Peso

Descripción D +0.1 L d d1 l l1 Pretensado Carga máx. g

GN 614-3-NI 3 4 2.4 3.5 0.75 0.7 1.8 3.5 1

GN 614-4-NI 4 5 3 4.6 0.9 1 2.5 6 1

GN 614-5-NI 5 6 4 5.6 0.9 1.4 3 6.5 1

GN 614-6-NI 6 7 5 6.5 1 1.8 5.5 11.5 1

44310GN32131 GN 614-8-NI 8 9 6.5 8.5 1.1 2.4 7 12.5 2

https://www.alacermas.com/storage/backend/old/files/gn_614.pdf


44310GN32141 GN 614-10-NI 10 13 8.5 11 1.7 3.3 8.5 18.5 3

44310GN32151 GN 614-12-NI 12 16 10 13 2.3 4 12 26.5 4


