
Stainless steel fixing screws GN 913.5

Stainless steel fixing screws GN 913.5

  GN 913.5 stainless steel fixing screws in AISI 303 stainless steel with allen head. Various threads and lengths.

Catalog access

Technical information

Elementos standard Dimensiones principales Peso

Código Descripción d1 d2 d3 l1 l2 l3 s g

GN 913.5-M3-3-MS M3 1.4 - 6 0.5 - 1.5 1

GN 915.3-M3-4-MS M3 1.4 - 4 0.5 - 1.5 1

GN 915.3-M3-5-MS M3 1.4 - 5 0.5 - 1.5 1

GN 915.3-M3-6-MS M3 1.4 - 6 0.5 - 1.5 1

GN 913.5-M3-8-MS M3 1.4 - 8 0.5 - 1.5 1

GN 913.5-M3-10-MS M3 1.4 - 10 0.5 - 1.5 1

GN 913.5-M4-4-MS M4 2.5 - 4 0.5 - 1.5 1

GN 913.5-M4-5-MS M4 2.5 - 5 0.5 - 1.5 1

GN 913.5-M4-6-MS M4 2.5 - 6 0.5 - 2 1

GN 913.5-M4-8-MS M4 2.5 - 8 0.5 - 2 1

GN 913.5-M4-10-MS M4 2.5 - 10 0.5 - 2 1

GN 913.5-M4-12-MS M4 2.5 - 12 0.5 - 2 1

GN 913.5-M4-16-MS M4 2.5 - 16 0.5 - 2 1

GN 913.5-M5-5-MS M5 3 - 5 0.5 - 2 1

GN 913.5-M5-6-MS M5 3 - 6 0.5 - 2 1

GN 913.5-M5-8-MS M5 3 - 8 0.5 - 2.5 1

GN 913.5-M5-10-MS M5 3 - 10 0.5 - 2.5 1
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GN 913.5-M5-12-MS M5 3 - 12 0.5 - 2.5 1

GN 913.5-M5-16-MS M5 3 - 16 0.5 - 2.5 2

GN 913.5-M5-20-MS M5 3 - 20 0.5 - 2.5 2

GN 913.5-M6-6-MS M6 4 - 6 1 - 3 1

GN 913.5-M6-8-MS M6 4 - 8 1 - 3 1

GN 913.5-M6-10-MS M6 4 - 10 1 - 3 1

GN 913.5-M6-12-MS M6 4 - 12 1 - 3 1

GN 913.5-M6-16-MS M6 4 - 16 1 - 3 2

GN 913.5-M6-20-MS M6 4 - 20 1 - 3 3

GN 913.5-M6-25-MS M6 45 - 25 1 - 3 4

GN 913.5-M6-32-MS M6 4 - 32 1 - 3 5

GN 913.5-M8-8-MS M8 6 - 8 1.5 - 4 2

GN 913.5-M8-10-MS M8 6 - 10 1.5 - 4 2

GN 913.5-M8-12-MS M8 6 - 12 1.5 - 4 2

GN 913.5-M8-16-MS M8 16 - 16 1.5 - 4 4

GN 913.5-M8-20-MS M8 6 - 20 1.5 - 4 5

GN 913.5-M8-25-MS M8 6 - 25 1.5 - 4 7

GN 913.5-M8-32-MS M8 6 - 32 1.5 - 4 9

GN 913.5-M8-40-MS M8 6 - 40 1.5 - 4 11

GN 913.5-M10-16-MS M10 8 - 16 2 - 5 5

GN 913.5-M10-20-MS M10 8 - 20 2 - 5 7

GN 913.5-M10-25-MS M10 8 - 25 2 - 5 9

GN 913.5-M10-32-MS M10 8 - 32 2 - 5 13

GN 913.5-M10-40-MS M10 8 - 40 2 - 5 16

GN 913.5-M10-50-MS M10 8 - 50 2 - 5 21

GN 913.5-M12-20-MS M12 10 - 20 2 - 6 9

GN 913.5-M12-25-MS M12 10 - 25 2 - 6 13

GN 913.5-M12-32-MS M12 10 - 32 2 - 6 18

GN 913.5-M12-40-MS M12 10 - 40 2 - 6 24

GN 913.5-M12-50-MS M12 10 - 50 2 - 6 31

GN 913.5-M12-63-MS M12 10 - 63 2 - 6 40

GN 913.5-M3-3-KU M3 - 1.5 3 - 0.8 1.5 1

GN 915.3-M3-4-KU M3 - 1.5 4 - 0.8 1.5 1

GN 915.3-M3-5-KU M3 - 1.5 5 - 0.8 1.5 1

GN 915.3-M3-6-KU M3 - 1.5 6 - 0.8 1.5 1

GN 915.3-M3-8-KU M3 - 1.5 8 - 0.8 1.5 1

GN 913.5-M3-10-KU M3 - 1.5 10 - 0.8 1.5 1

GN 913.5-M4-4-KU M4 - 2 4 - 1.2 1.5 1

GN 913.5-M4-5-KU M4 - 2 5 - 1 1.5 1

GN 913.5-M4-6-KU M4 - 2 6 - 1 2 1



GN 913.5-M4-8-KU M4 - 2 8 - 1 2 1

GN 913.5-M4-10-KU M4 - 2 10 - 1 2 1

GN 913.5-M4-12-KU M4 - 2 12 - 1 2 1

GN 913.5-M4-16-KU M4 - 2 16 - 1 2 1

GN 913.5-M5-5-KU M5 - 3 5 - 1 2 1

GN 913.5-M5-6-KU M5 - 3 6 - 1 2 1

GN 913.5-M5-8-KU M5 - 3 8 - 1 2.5 1

GN 913.5-M5-10-KU M5 - 3 10 - 1 2.5 1

GN 913.5-M5-12-KU M5 - 3 12 - 1 2.5 1

GN 913.5-M5-16-KU M5 - 3 16 - 1 2.5 2

GN 913.5-M5-20-KU M5 - 3 20 - 1 2.5 2

GN 913.5-M6-6-KU M6 - 3.5 6 - 1.3 3 1

GN 913.5-M6-8-KU M6 - 3.5 8 - 1.3 3 1

GN 913.5-M6-10-KU M6 - 3.5 10 - 1.3 3 1

GN 913.5-M6-12-KU M6 - 3.5 12 - 1.3 3 1

GN 913.5-M6-16-KU M6 - 3.5 16 - 1.3 3 2

GN 913.5-M6-20-KU M6 - 3.5 20 - 1.3 3 3

GN 913.5-M6-25-KU M6 - 3.5 25 - 1.3 3 4

GN 913.5-M6-32-KU M6 - 3.5 32 - 1.3 3 5

GN 913.5-M8-8-KU M8 - 5 8 - 1.6 4 2

GN 913.5-M8-10-KU M8 - 5 10 - 1.6 4 2

GN 913.5-M8-12-KU M8 - 5 12 - 1.6 4 2

GN 913.5-M8-16-KU M8 - 5 16 - 1.6 4 4

GN 913.5-M8-20-KU M8 - 5 20 - 1.6 4 5

GN 913.5-M8-25-KU M8 - 5 25 - 1.6 4 7

GN 913.5-M8-32-KU M8 - 5 32 - 1.6 4 9

GN 913.5-M8-40-KU M8 - 5 40 - 1.6 4 11

GN 913.5-M10-16-KU M10 - 6.5 16 - 1.9 5 5

GN 913.5-M10-20-KU M10 - 6.5 20 - 1.9 5 7

GN 913.5-M10-25-KU M10 - 6.5 25 - 1.9 5 9

GN 913.5-M10-32-KU M10 - 6.5 32 - 1.9 5 13

GN 913.5-M10-40-KU M10 - 6.5 40 - 1.9 5 16

GN 913.5-M10-50-KU M10 - 6.5 50 - 1.9 5 21

GN 913.5-M12-20-KU M12 - 8 20 - 2.1 6 9

GN 913.5-M12-25-KU M12 - 8 25 - 2.1 6 13

GN 913.5-M12-32-KU M12 - 8 32 - 2.1 6 18

GN 913.5-M12-40-KU M12 - 8 40 - 2.1 6 24

GN 913.5-M12-50-KU M12 - 8 50 - 2.1 6 31

GN 913.5-M12-63-KU M12 - 8 63 - 2.1 6 40


